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TITLE:   MULTI-TURN CK STANDARD ACTUATORS. TERMINAL AND WIRING DIAGRAMS 
MODELS: CK, CKR  

 
 
   
 
CK range actuators have an assigned wiring diagram and terminal plan for the specific build of the subject actuator. These are incorporated into one 
document that details the electrical connections and terminal allocations within the unit. Each document has an assigned code that will be required for 
actuator commissioning support. 
 
NOTES 

Due to technical and engineering constrains, no all configurations/variants are possible. Check that required wiring diagram (WD) exist and is available. 
Special variants under request. For any additional clarification, contact with Rotork. 
Absolute encoder DSM only available for CKC and CKRC actuators fitted with a centronik unit. 
Middle travel switches, potentiometer or CPT electronic current transmitter are mounted on the AID unit (Additional Indication Drive), and in that case, 
the AID unit already contains the Visual indication disc. 
Visual indication disc (A option) must be selected in case that NO potentiometer, CPT or middle travel switches are selected. 
Actuators nameplate: latest version marked, without revision issue (-1), example: M000000 

 

M 0 0 2 0 0 0 X  1

Revision issue

Progresive number. First version, nº 1

Language

X English version

Type

M Multi-turn electric actuator, standard unit (syncroset), MECHANICAL SWITCH MECH.
D Multi-turn electric actuator, standard unit (syncroset), DIGITAL SWITCH MECH.
N Multi-turn electric actuator, standard unit (syncroset), MECHANICAL SWITCH MECH, counter-clockw ise (CCW)

Main power supply

0 A.C. Three phase
1 A.C. single phase
2 DC

Feedback analog (position) signal

0 STANDARD: NOT included (w ithout)
1 0/4-20 mA CPT current position transmitter (2 w ires), and Visual Indication Disc
2 Precision potentiometer (stardard, 5K Ohms, other values under request), and Visual Indication Disc
3 0/4-20 mA CPT current position transmitter (2, 3 or 4 w ires), and Visual Indication Disc

Heater

0 STANDARD: NOT included (w ithout)
1 Anti-condensation heater, 24 VDC
2 Anti-condensation heater, 220-240VAC (Standard for 50Hz Actuators)
3 Anti-condensation heater, 110-120VAC (Standard for 60Hz Actuators)

Lim it switches Not applicable for DSM version, only for MSM

0 STANDARD:1  open and  1 close limit sw itches (DPDT)
1 STANDARD+Extra limit sw itches: 1 open and 1 close limit sw itches (DPDT)

Torque  switches Not applicable for DSM version, only for MSM

0 STANDARD:1  open and  1 close torque sw itches (DPDT)
1 STANDARD+Extra torque sw itches: 1 open and 1 close torque sw itches (DPDT)

Auxiliary middle travel switches

0 STANDARD: NOT included (w ithout)
1 2 Middle travel sw itches  NO contact (Settable NO/NC contact, by cam ), and Visual Indication Disc
2 4 Middle travel sw itches, NO contact (Settable NO/NC contact, by cam ), and Visual Indication Disc
A Visual indication disc, see NOTE

Code


